COM PRESSOR DATA SHEET @ BOG

Rotary Compressor: Variable Frequency Drive COMPRESSED AIR SYSTEMS
MODEL DATA - FOR COMPRESSED AIR
1 Manufacturer: Boge Kompressoren
Model Number: SLF 40-3 Date 3/14/2014
2 Air-cooled I:I Water-cooled Type: Screw
Oil-injected I:I Oil-free # of Stages: 1
3 Rated Operating Pressure 125 psidD
4 Drive Motor Nominal Rating 40 hp
5 Drive Motor Nominal Efficiency 924 percent
6 Fan Motor Nominal Rating (if applicable) 1.0 hp
7 Fan Motor Nominal Efficiency 84.0 percent
Specific Power (kW/10
Input Power (KW i d
p (kw) Capacity (acfnf) acfmy’
38.91 Max| 183.97 21.15
8 33.71 165.60 20.36
*
28.03 136.08 20.60
22.72 107.13 21.21
17.79 78.04 22.80
13.47 Min 48.02 28.05
9* Total Package Input Power at Zero Fiow 3.66 kw
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Note: Graph isonly avisual representation of the data in Section 8
Note: Y-Axis Scale, 10 to 35, + 5kW/100acfm incents if necessary above 35
X-Axis Scale, 0 to 25% over maximum capacity

* For modelsthat aretested in the CAGI Performance Verification Program, theseitemsare verified by program administrator

Consult CAGI websitefor alist of participantsin thethird party verification program: WWWw.cagi.org
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This form was developed by the Compressed Air aasl [@stitute for the use of its members. CAGIatsindependently verified the reported data.

a. Measured at the discharge terminal point of thepressor package in accordance \
ISO 1217, Annex E; acfm is actual cubic feet perute at inlet condition
. The operating pressure at which the Capacity aadtfital Consumption were measured for this datet
. No Load Power. In accordance with ISO 1217, AnlBe measurement of no load power equals less 1By
manufacturer may state “not significant” or “0” thre test repor
d. Tolerance is specified in ISO 1217, Annex E, aswhin table below
NOTE: The terms "power" and "energy" are synonysion purposes of this docume
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Volume Flow Rate Volume Flow Rate Specific Energy No Load / Zero Flow
at specified conditions Consumption Power
m’/ min ft* / min % %
Below 0.5 Below 15 +-7 +/-8
05t01.5 15 to 50 +/- 6 +-7 +/- 10%
1.5t015 50 to 500 +/-5 +/- 6
Above 15 Above 500 +- 4 +/-5




